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CONTACTS 
 

Operations & Technical Officer: Michael Fitzsimmons 
Email: michael.fitzsimmons@chcc.nsw.gov.au  
Phone (Mobile): 0437 738 074 

Phone (Office): (02) 6648 4932 
 
Venue Co-ordinator: Natalie Boyle 
Email: natalie.boyle@chcc.nsw.gov.au 
Phone (Mobile): 0447 350943 
Phone (Office): (02) 6648 4933 
 
Venue:  Jetty Memorial Theatre 
Phone: (02) 6648 4930  
Website: www.jettytheatre.com.au 
 
Bump In:  Parking trucks access to stage is via Edinburgh St, Coffs Harbour 

Ramp access (1600mm wide) at side of building from street 
  Access via side doors (1900mm wide), onto auditorium floor 
  Rollable access to auditorium floor 

Everything needs to be lifted onto stage via stairs or manual lift 
(1.05m height) 
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STAGE 

BRIEF STAGE DESCRIPTION 
Unraked stage with a proscenium arch. One flying scenery bar. Hardwood floor covered with 
25mm plywood.  

THE JETTY MEMORIAL THEATRE IS A HERITAGE LISTED BUILDING. SCREWING 
INTO STAGE AND WALL SURFACES IS NOT PERMITTED. 

Stage is 1.05m above auditorium floor. 

Stage distributed load limit 300kg/m2 

Stage point load limit 250kg 

Stage rake No 

STAGE DIMENSIONS 
PROSCENIUM 

Width 7.5m 

Height 3.29m 

SETTING LINE 
Proscenium Line. 

Distance from (SL=Setting Line, CL=Centre Line) 

SL to DS edge of apron 2.1m 

SL to DS edge of Orchestra Lift/Pit N/A 

SL to last upstage fly line 5.4m 

SL to rear wall  5.9m 

CL to OP wall (or obstruction) 3.75m 

CL to PS wall (or obstruction) 3.75m 

Stage to underside of grid 3.9m 

SL to Cyc 5.45m 

 

OVERHEAD OBSTRUCTIONS 

 Distance to lighting bars = 3.9m (height) and distance to fixtures = 3.3m (height).  

AUDITORIUM  
The auditorium has 255 seats, 143 of which are tiered. 10 are fixed in front of the tiered 
section. Audience capacity is 252 people with 3 seats for ushers. 
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If wheelchair seating is required 2 seats are removed per wheelchair.  Designated positions are 
F3 & 4 and F14 & 15. 

102 are moveable stalls with a floor space of 11.22m x 6.46m once cleared.  

Distance from (AF=Auditorium Floor, CL=Centre Line) 

AF to Auditorium Roof  5.7m (roof is sloped either side) 

AF to FOH Lighting bar 4.7m 

Front Row of seats to Front of Stage 1.7m (with seats up)  

FLYING FACILITIES 
There is a 2T WLL temporary performer rigging point installed above the front of the stage above 
the first two rows of audience seating. This is made up of 1 x 3.6TGACflex steel sling bridle with 
weight bearing across two roof beams each side of a roof brace nodal point. 

There is one flying scenic bar operated via hand winch suitable for hanging scenic elements and 
additional lighting; however, it is not designed for flying cues during performances.  

Some flying capabilities are possible. Please contact Leo from LB Rigging Pty Ltd to discuss on  
0431 622 140. 

ADDITIONAL RIGGING AND STAGING NOTES: 

All flown items must be rigged with rated equipment and is 
subject to approval by a venue representative. Please see stage 
and bar load ratings below. 
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HANGING PLOT 
SL: Setting line as indicated previously. 

Line type: SP = Single Purchase. DP = Double Purchase, MW = Motor Winch, HL = Handline, 
W.L.L = Maximum distributed load including bar weight.  

Line # 

Distance 

from SL 

Line 

Type W.L.L Venue Allocation 

Intended Use 

(Hiring company use) 

1 1500mm DP 450kg FOH LX1 LIGHTING 

2 5500mm MW 350kg FOH LX2 LIGHTING 

3 8500mm MW 350kg FOH LX3 LIGHTING 

4 1000mm DP 450kg LX1 LIGHTING 

5 2500mm DP 450kg LX2 LIGHTING 

6 3000mm HW 350kg SCENIC BAR 1 SCENIC BAR 

7 5500mm DP 450kg LX3 LIGHTING CYC 

 

DRAPERY 
 Type Material Colour Width Height Quantity 

House Curtain IFR Velvet Burgundy 11.25m 3.7m 1 

Proscenium Wool Black 9m 3.95m 1 

Mid stage curtain Wool Black 9m 3.9m 1 

Rear Stage Cyc Cover Wool Black 9m 0.65 1 

Front Legs Wool Black 1.6m 3.5m 2 

Rear Legs Wool Black 2m 3.5 2 

Cyclorama Plaster Board White 7.4m 3.5 1 
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LADDERS* 
QUANTITY TYPE 

1 6ft Aluminium step ladder 

1 3m fibreglass safety platform ladder 

1 2m fibreglass safety platform ladder 

1 3ft step ladder 

*PLEASE NOTE THAT THERE IS A REQUIRED INDUCTION UPON ARRIVAL FOR USE OF LADDERS 
ONSTAGE AND THE AUDITORIUM IN THE JMT. 

STAGE COVERS 
Style None 

Dimensions None 

Colour None 

STAGE TRAPS 
None 

SAFETY CURTAIN 

None 

LOADING DOCK / ACCESS 
LOADING DOCK HEIGHT 

 N/A 

ACCESS DOOR 

1850mm (Height) x 2100mm (Width) 

RESTRICTIONS/OBSTRUCTIONS  
The loading dock is not at stage level; loading is accessible through the auditorium exit doors via 
ramp with a width of 1.8 metres.   

WHEELCHAIR ACCESS 

There is a Vimec V64 Wheelchair Chair Lift located on the OP side of stage. 
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LIGHTING 

BAR POSITIONS: 
Stage LX Bars: Fixed 

See hanging plot for Standard LX Bar Locations.  

PLEASE NOTE THAT THE SCENIC BARS LISTED ON THE STAGE MAP ARE NOT USED AS 
LIGHTING POSITIONS. 

FOH LX1 
Setting Line to lighting bar 5500 mm 

Usable bar width 9.3 meters 

Notes 

Motor winch. 

Maximum load when evenly distributed over full length of 
bar: 350kg 

Maximum load when uniformly distributed in any one span: 
100kg  

Maximum Single Load point: 50kg  

12 x 240v outlets 13-24 

FOH LX2 
Setting Line to lighting bar 8500 mm 

Usable bar width 9.4 meters 

Notes 

Motor winch. 

Maximum load when evenly distributed over full length of 
bar: 350kg 

Maximum load when uniformly distributed in any one span: 
100kg  

Maximum Single Load point: 50kg  

12 x 240v outlets 1-12 
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FOH LX3 (Rear Lighting Bar over rear seats in auditorium.) 
Setting Line to lighting bar 17200 mm 

Usable bar width 9 meters 

Notes 

Maximum single point load: 100kg  

12 x 240v outlets 1-12 

PLEASE NOTE THERE ARE RESTRICTIONS ON WHAT 
CAN BE RIGGED FROM THIS BAR. PLEASE SPEAK 
WITH VENUE TECH ABOUT USING THIS BAR. 

 

LX1  
Setting Line to lighting bar 1500 mm 

Usable bar width 8 meters 

Notes 

Maximum load when evenly distributed over full length of 
bar: 800kg 

Maximum load when uniformly distributed in any one span: 
240kg  

Maximum Single Load point: 100kg 

12 x 240v outlets 33-44 

 

LX2 
Setting Line to lighting bar 1000 mm 

Usable bar width 8 meters 

Notes 

Maximum load when evenly distributed over full length of 
bar: 800kg 

Maximum load when uniformly distributed in any one span: 
200kg  

Maximum Single Load point: 100kg 

12 x 240v outlets 45-56 
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LX3 
Setting Line to FOH Perch 2500 mm 

Usable bar width 8 meters 

Notes 

Maximum load when evenly distributed over full length of 
bar: 800kg 

Maximum load when uniformly distributed in any one span: 
240kg  

Maximum Single Load point: 100kg 

12 x 240v outlets 57-68 

LX4 
Setting Line to FOH Perch 5500 mm 

Usable bar width 8 meters 

Notes 

Maximum load when evenly distributed over full length of 
bar: 800kg 

Maximum load when uniformly distributed in any one span: 
240kg  

Maximum Single Load point: 100kg 

18 x 240v outlets 69-90 

 

FOH BOOMS (PS & OP) 
Setting Line to FOH Boom 1000 mm 

Maximum lanterns per boom 5 x 1000 watt fixtures 

Notes 

Maximum single point load: 350kg  

5 x 240v outlets 
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LIGHTING CONTROL 

Lighting desk 

ETC Element 2 

https://www.etcconnect.com/Products/Consoles/Eos-Consoles/Element/Tech-
Specs.aspx 

 

DIMMER RACKS 
Dimmers 3 x 2.5kW LSC IPROS 12 Channel Each 

Dimmer Locations Stage level OP Wing 

2.4kw Dimmer Racks LSC IPRO 

Total Dimmers @ 2.4kw per dimmer 3 

5kw Dimmer Racks  None 

Total Dimmers @ 5kw per dimmer None 

4th dimmer rack 3 phase dimmer – LSC Redback 12 channel 

HOUSE LIGHTS 
Independent Control Yes 

Control Position • Bio box (2 positions) 
• Prompt Side (behind arch) 
• Auditorium (next to doors) 
• Box Office 

Fade time Not adjustable 
4 preset levels: 
100%, 75%, 30%, Off 
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STAGE LUMINARE 

PROFILES 

Make Model Angle Detail / Accessories Watt Total 

Nitec Pharos NIT130 14-30 Gel Frames, gobo holders 100w 20 

FRESNELS 
Make Model Detail / Accessories Watt Total 

Event FW100WWMZ Warm Light LED, gel Frames 100w 10 

Selecon Compact Gel Frames, halogen fixture 1200w 6 

MOVERS 

Make Model Detail / Accessories Watt Total 

Event M1S190W 

Spot, moving head, 8 colours + open. 

https://event-lighting.com.au/products/m1s190w  190w 8 

Event 
19x20 RGBW 
Zoom Wash 

https://event-
lighting.com.au/products/lm19x20ber?pr_prod_strat
=e5_desc&pr_rec_id=cb63d9bc9&pr_rec_pid=77578
92288677&pr_ref_pid=5018992541827&pr_seq=unifo
rm   2 

PARS 

Make Model Detail / Accessories Watt Total 

Event Pro Par 12x12 

Diffusion Frames & Barn Doors  

https://event-lighting.com.au/products/par12x12 120w 8 

ETC 
Colour Source 
Pars 

https://www.etcconnect.com/Products/Entertain
ment-Fixtures/ColorSource-PAR/Features.aspx  

Diffusion Frames  8 

https://event-lighting.com.au/products/m1s190w
https://event-lighting.com.au/products/lm19x20ber?pr_prod_strat=e5_desc&pr_rec_id=cb63d9bc9&pr_rec_pid=7757892288677&pr_ref_pid=5018992541827&pr_seq=uniform
https://event-lighting.com.au/products/lm19x20ber?pr_prod_strat=e5_desc&pr_rec_id=cb63d9bc9&pr_rec_pid=7757892288677&pr_ref_pid=5018992541827&pr_seq=uniform
https://event-lighting.com.au/products/lm19x20ber?pr_prod_strat=e5_desc&pr_rec_id=cb63d9bc9&pr_rec_pid=7757892288677&pr_ref_pid=5018992541827&pr_seq=uniform
https://event-lighting.com.au/products/lm19x20ber?pr_prod_strat=e5_desc&pr_rec_id=cb63d9bc9&pr_rec_pid=7757892288677&pr_ref_pid=5018992541827&pr_seq=uniform
https://event-lighting.com.au/products/lm19x20ber?pr_prod_strat=e5_desc&pr_rec_id=cb63d9bc9&pr_rec_pid=7757892288677&pr_ref_pid=5018992541827&pr_seq=uniform
https://event-lighting.com.au/products/par12x12
https://www.etcconnect.com/Products/Entertainment-Fixtures/ColorSource-PAR/Features.aspx
https://www.etcconnect.com/Products/Entertainment-Fixtures/ColorSource-PAR/Features.aspx
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LED STRIP LIGHTS 

Make Model Detail / Accessories Watt Total 

Event 
Pixbar 12 x 8w 
RGBW pixel 12 Cells per unit 

Output: 2,550 lux @ 2 m 
RGBW full on 6 

 

HAZER / HAZE MACHINE 

The Jetty Theatre has an Antari HZ-350 Haze Machine with wireless and DMX 

NB: It uses Antari HZL5W water based haze fluid. 
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PATCHING 

Location Quantity 

Numbering 

(OP to PS) Detail / Accessories 

FOH LX3 12 1-12  

FOH LX2 12 13-24  

FOH LX1 12 33-44  

Boom PS 4 25-28  

Boom OP 4 29-32  

LX1 12 45-56  

LX2 12 57-68  

LX3 18 73-90  

Stage Wall PS 4 95-98  

Stage Wall OP 4 91-94  

LIGHTING POWER 

3 PHASE OUTLETS 
2 Stage level OP Wing 

 

CABLING 
240v Extension Cable 
 

N/A 

Looms 
 

N/A 

3 phase Extensions 
 

N/A 

LIGHTING NOTES 
On Stage Light Bars are not motorised and cannot be swung. 
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AUDIO 
 

CONTROL ROOM 

Rear centre of stalls behind sliding glass panels. Dedicated position, no seats pulled. 

CONTROL & AMPLIFICATION 
 

PRIMARY MIXER 

Allen & Heath SQ-7 https://www.allen-heath.com/sq-series/sq-7/ 

 

AMPLIFIERS 
2 x Lab FP2400Q, 4 Channel 640watts @ 4 ohms – Onstage Monitors and Surround Sound. 

1 x Camco Q-Power 6, 4 Channel 1500watts @ 4 ohms. 

 

PROCESSING 
1 x Nexo DTD-1 

1 x BSS LONDON BLU-100 12x8 Signal Processor  

 

SPEAKERS 

FOH Speakers 

3 x Nexo PS10R2 

1 x Nexo ls600 

2 x EAW RS153 Speakers* 

2 x EAW RS118 Subs* 

*The EAW rig is not a fixed install and is set up on a per-show basis. 

FOLD BACK 
4 x separate, hardwired sends 

5 x Turbo sound TQ310 700 watts Program passive foldback speakers 

3 x JBL PRX Powered Monitors (these are run as direct sends from Allen & Heath AB168) 

 

https://www.allen-heath.com/sq-series/sq-7/
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PLAYBACK 

Item Make Model Detail Total 

CD Player Denon DNT625 CD player 1 

 

 

MICROPHONES 

Make Model 

Detail / 

Accessories Use Total 

Shure SM57  Instrument 2 

Shure SM58  Vocal 1 

Shure Beta 58  Vocal 4 

Shure MX 202B/C  Theatrical hanging 4 

Shure MX 412C  Lectern 1 

Shure ULX SM58  Handheld Radio 1 

Shure Beta 58  Handheld Radio 2 

Audio Technica AT3031  Choir / instrument 5 

Behringer ECM 8000  Measurement mic Tuning room 1 

MXL FR 400  Boundary mic  Voice – table or in set 2 

Audix Drum kit set  3 x tom, kick, snare 
For drum kit – with rim 
mounting clips 6 
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ACCESSORIES 
Item Model Detail / Accessories Total 

Microphone stands K&M 210/6B With boom arm (Tall) 10 

Microphone stands K&M 255B With Boom arm (Short) 6 

Microphone stands Armour MSR100 Round Base (Straight tall stands) 3 

 

LINE PATCHING 

Location Quantity Numbering Detail 

Stage PS Stage Box 8  Hard wired 

Stage OP Stage Box 8  Hard wired 

Stage Manager Box 8  Hard wired 

Allen & Heath DX168  2  
Total of 32x XLR Input  & 16x XLR 
Output – 48kHz Digital Stageboxes 

 

SPEAKER PATCHING 

Location Quantity Numbering Detail 

VARIABLE   

4x foldback sends are hardwired 
onstage. An additional 3 sends are 
patched out via Allen & Heath stage 
box. EAW PA is patched via direct 
outputs on stage box. PLEASE SEE 
SPEAKER INFORMATION ON 
PAGE 13 FOR FULL SYSTEM 
DETAILS. 

 

AUDIO CABLING 
The theatre has a sufficient stock of cabling to accommodate the venues equipment. 
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AUDIO NOTES 
Nexos FOH speaker system are rigged in fixed positions. EAW system can be installed on a per 
show basis.. 

AUDIO VISUAL 
PROJECTION  

Item Model Detail / Accessories Total 

Epson  5000 lumen FHD Ultrashort Digital Projector 1 

NEC NC 1201 L-A 

Digital Cinema Projector (w/- Doremi Cinema 
Server, HDMI input. Projects in Cinemascope & 
widescreen) 1 

Panasonic EZ570 WUXGA Available for hire 1 

 

SCREENS 
Cinema projection screen – motorised 7.5m x 3.1m  

Fast-fold Screen - 3m x 2m 

CYC WALL 
Plaster CYC 3.5m x 7.4m  

AV PLAYBACK EQUIPMENT 

Item Model Detail / Accessories Total 

Oppo BVP103AU 
Universal Network 3D Blu-ray Disc Player 
(with USB Playback) 1 

 

PROJECTOR RIGGING POINTS 

All Lighting Bars except FOH LX3. Weight information on projectors must be supplied to the 
venue before rigging. Please see bar load ratings above for more information. 

 

CABLING 

BNC to FOH light bars back to control room 8 send to stage.  
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BACKSTAGE 
 

COMMUNICATIONS 

STAGE MANAGERS DESK 

Stage Managers desk is located in prompt corner. The desk can be moved within 10 meters 
of this area and is fitted with a light, clock, Clearcom RM220 / Pliant Crewcom 900 Mobile 
comms and 240v Power. 

TALKBACK 
Master Unit Clearcom PS232 Running 2 Common Loops 

Total Sub Stations 6 x Jands E100 belt packs 

Total Headsets 6 x Beyer Dynamic Headsets 

Radio Units In-house Pliant Crewcom 900 Mobile comms units w/- 
headsets x 3 

Talkback patching located at: Control Room R1 and R2 x 4 
Ticket Box R1 
Green Room R1 
OP Rear Stage R1 and R2 
OP Wing R1 and R2 
PS Rear Stage R1 and R2 
PS Wing R1 and R2 
SM Console R1 and R2 
Auditorium R1 and R2 

 

Paging / Show relay 

Paging to the dressing rooms is currently not available. 

Stage Monitor 
Fixed camera focused on stage – can be watched in the green room 

Q Light System 
Inhouse Q light system available N/A 

Number of units 0 
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DRESSING ROOMS 
Dressing Room Capacity Toilets Shower Details 

Dressing Room 14 

(2) M 

(2) F NO  

LAUNDRY / WARDROBE 
Washing Machines 1 

Dryers  1 

Drying Room N/A 

Iron/Ironing Board 1 

Clothes Racks Fixed hanging 

PRODUCTION FACILITIES 
Production Desk N/A 

Production Office No 

Phone Access to phone in Technical management 
Office 

Internet Access Wifi access available on request 

GREENROOM 
Tea/Coffee facilities YES 

Fridge/Freezer YES 

Microwave YES 

Running Water YES 

 

PIANO 

Baby Grand Piano G3 – Yamaha (Black) is located in the wings– Stage Right and can be 
wheeled onto stage. 

SMOKE / HAZE 

The Jetty Theatre has a fire detection system that can accommodate Haze. Due to the nature of 
our fire detection system, it cannot accommodate heavy smoke and fog effects. 

Jetty Theatre staff will need to be advised and they will need to induct you on inhouse procedure 
for use. 
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VENUE CONTACTS 
 

Venue Address 337 Harbour Drive 

 Cnr Harbour Drive and Edinburgh Street, COFFS 

 HARBOUR NSW 2450 

Venue Postal Address Locked Bag 155 Coffs Harbour NSW 2450 

 

STAFF CONTACTS 
 

Lighting/Sound/Staging     Michael Fitzsimmons 

Email Address michael.fitzsimmons@chcc.nsw.gov.au 

Phone Number 0437 738 074 

 

Administration Natalie Boyle 

Email Address natalie.boyle@chcc.nsw.gov.au 

Phone Number 0447 350943 
 

Box Office Jetty Theatre 

Phone Number 02 66484930 

Email Address jetty.theatre@chcc.nsw.gov.au 
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STANDARD LIGHTING RIG – Must be returned to this setup at the end of every hire.  
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